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*If you are not sure about all electrical requirements, please leave them blank.
We will define them when we contact you.

Name

Company

Telephone No.

email

Please, fill in your contact data.

1. 4.

2.

3.

Welcome to epic power´s
DC/DC Converter Configurator.

On the next page you will find the 
tool.

Please, follow the instructions to fill in 
all the information and send it to us to 
request a quote.

1. Choose the element connected to 
the side 1.

2. Fill in all the known electrical 
requirements.*

3. Fill in the system and control 
information.

4. Choose the element connected to 
the side 2.

5. Once filled in, save the file and send 
it attached to info@epicpower.es

INSTRUCTIONS

http://www.epicpowerconverters.com/?utm_source=converter_configurator&utm_medium=download&utm_campaign=configurator
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	NAME: 
	COMPANY: 
	TELEPHONE: 
	EMAIL: 
	DC_BUS_IN: Off
	BATTERY_IN: Off
	SOLAR_IN: Off
	E-CAR_IN: Off
	DC_LINK_IN: Off
	OTHER_IN: Off
	DC_BUS_OUT: Off
	BATTERY_OUT: Off
	SOLAR_OUT: Off
	E-CAR_OUT: Off
	DC_LINK_OUT: Off
	OTHER_OUT: Off
	BATTERY_LI_IN: Off
	BATTERY_REDOX_IN: Off
	BATTERY_LEAD_IN: Off
	BATTERY_SUPERCAPS_IN: Off
	BATTERY_OTHER_IN: 
	PMAX: 
	PNOM: 
	BATTERY_LI_OUT: Off
	BATTERY_LEAD_OUT: Off
	BATTERY_SUPERCAPS_OUT: Off
	BATTERY_OTHER_OUT: 
	iNOM_IN: 
	VMAX_IN: 
	VMIN_IN: 
	VNOM_IN: 
	iNOM_OUT: 
	VMAX_OUT: 
	VMIN_OUT: 
	VNOM_OUT: 
	GALV_ISOLATION_YES: Off
	GALV_ISOLATION_NO: Off
	CAN: Off
	COMMUNICATION_OTHER: 
	CONTROL_CURRENT: Off
	CONTROL_VOLTAGE: Off
	CONTROL_POWER: Off
	CONTROL_OTHER: 
	CONTROL_MPPT: Off
	CONTROL_DROOP: Off
	BATTERY_REDOX_OUT: Off
	BIDIRECTIONAL: Off
	UNIDIRECTIONAL-1-2: Off
	UNIDIRECTIONAL-2-1: Off
	RESET: 
	SAVEAS: 
	WEB1: 


